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Function

W¡th the KUPER ZIZU Combi Glue Line instead of the PVAC
f leece tape a g lue f ¡ lm is  used for  the Join¡ng.  W¡thout  any
loss of  product iv i ty  a g lue- l ine is  appl ied in to the f inger- jo in t .
The two veneers are then composed under high pressure
and temperatu re.

The new control of the ZIZU provides a very exact dosage
over the complete w¡dth of the veneer and precise
appl¡cation of the glue into the fingeFjoint, even w¡th
glues of different viscosity. The glue is supplied from a
ref i l lab le and cooled g lue pot .

The concept of the ZIZU Combi Glue Line is based on the
approved technology, the working process is almost
ident ica l .  Just  instead of  apply ing the PVA f leece tape
the g lue l ine is  appl ied,  a l l  o ther  funct ions remain
unchanged.  This  s i tuat ion a lso a l lows to work w¡ th the
machine wi th the one or  the other  system al ternat ive ly .
Change ofsystem is done in a few steps if required.

High qual i ty
An a lmost  inv is ib le jo in t  is  achieved by specia l ly
designed micro f inger  too ls .

Saving material
Loss of material is reduced by 5o0lo due to
shor ter  f ingers.

Easy subsequent production
The fu l lg lue ing prov ides a homogeneous sur face
with positive characterist¡cs for the subsequent
sta in ing and laquer ing process.  Th¡s system
provides big advantaqes also for veneer thicknesses
around r .o  mm in respectofs tabi l i tyand bending
attnbutes.

Easy maintenance
Clea n ing of  components in  contact  wi th  the g lue
takesjust a few m inutes.
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